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AC 21 159" Wheelbuse
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Convenient driver’s cohsole is eusily uccessible. L
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AC 21 159" Wheelbuse
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AC 21 159" Wheelbuse

114" x 11" Steelguard® construction provides
superior durdbility. BE | ( 7
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AC 23 159" Wheelbuse

American Crusader Specifications

AC 21 AC 21 ADA AC 23
GVWR 12,300 12,300 12,300
Length 21'7" 211" 23
Pussenyers 12 9 13
. ] e \Wheelbuse 159 139 159
88" wide-body dllows for 2&2 seuting. Exterior height 108° 1087 1087
Closed vent +4.5" +4.5" +4.5"
Open vent +7.5" +7.5" +7.5"
Exterior width 883" 88%" 883"
Inferior height (Mminimum) 74" 74" 74"
[Interior width ut floor 83" 83" 83"
|Ground to 1st step height 12" 12" 12"

Genherdl Couch Americu, Inc.
reserves the right fo make chaunges
at anytime on price, colors, muteri-
dls, eyuipment, design specificutions
and models. Deulers will provide up-
to-dute specificution and options
ADA puckuyes avdilable. uvuiluble ut un extru cost.
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AMERICA S BEST BUS INVESTMENT
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275 Graham Road A Quality GM Chassis Converter
Imlay City, Ml 48444

Phone: 800.331.5761 » www.generalcoachamerica.com




